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Abstract  In recent years, EV is being paid attention as not only used for movement but also the power storage 
devices in home and factories. Therefore, the introduction of the power storage device has been studied in the 
case that lot of distributed power sources are introduced to the system. Thereby, EV is studied not only for a 
transfer but also as a power storage device because it is further expected to enhance the value when EV can be 
used as a power storage device. This paper, we examined output fluctuation suppression of distributed power 
system. As a result, high-quality power supply was possible. 
                   
 
1．はじめに  

















           
















図 1 系統モデル 
Fig.1 System Model 
 
表 1 実験装置の仕様 
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図中の点 A は商用系統，点 B は太陽光発電装置の出力，












(１) 連系運転時の運用  この運用では，図 1の構成
図の SW を閉じて実験を実施した。PV の発電電力と需要
負荷に対して，商用系統からの受電電力が一定となるよ
うに EVの充放電を制御するものとした。 
(２) 自立運転時の運用  この運用では，図 1の構成
図において SW を開放して EV を電圧源として実験を実施



















ある 0.64Aから 11次の 0.93Aまで結果となった。 
 
3.2 自立運転時の運用結果 






































図 2 PV変動 










図 3 電圧-周波数特性（連系運転時） 
Fig.3 Voltage-Frequency characteristics 











図 4 各高調波電流の推移（連系運転時） 
Fig.4 Transition of each harmonic current 












図 5 電圧-周波数特性（自立運転時）  
Fig.5 Voltage-Frequency characteristics 













図 6 各高調波電流の推移（自立運転時） 
Fig.6 Transition of each harmonic current 
(Operation of self-sustained mode) 
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